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ECONOMIC DEVELOPMENT DEPARTMENT
1937 MUNICIPAL WAY  ROUND LAKE BEACH  ILLINOIS  60073

TEL: (847) 546-2351  FAX:  (847) 201-7229

GUIDELINES FOR ROOF AND SIDING

PLAN SUBMITTAL REQUIREMENTS

 Fill out permit application
 All contractors must register with the village.
 All roofing contractors must submit copy of their State of Illinois Roofers License.
ROOF REQUIRED INSPECTIONS

 All inspections require 24 hour advance notice

 Inspections are assigned a time frame: Mornings 8-12pm, Afternoon 1-4pm; as such you must be READY 
AT THE BEGINNING OF THE ASSIGNED TIME FRAME. CALL AND CHANGE YOUR INSPECTION IF 
YOU ARE NOT READY TO PREVENT BEING CHARGED A REINSPECTION FEE.

 Ice and Water Shield/Barrier inspection required prior to installing any shingles. Only one ice and water 
shield inspection is done. If doing work in sections you must arrange and pay $30.00 each additional 
inspection when applying for permit- NO PICTURES ALLOWED.

 Final Roof inspection is required once all work is complete

GENERAL ROOF REQUIREMENTS

 Ice and Water Shield/Ice Barrier shall extend a minimum of 24” inside the exterior wall line of the building.
[IRC R905.2.7.1]

 Cross ventilation of each enclosed attic space is required. [IRC R806.1]
 Drip edge shall be provided at eaves and gables of shingled roofs underlayment shall be installed over the

drip edge at eaves and under the underlayment on gables. [ IRC R905.2.8.5]

Figure ‘A’
SIDING REQUIRED INSPECTIONS

 All inspections require 24 hour advance notice

 Inspections are assigned a time frame: Mornings 8-12pm, Afternoon 1-4pm; as such you must be READY 
AT THE BEGINNING OF THE ASSIGNED TIME FRAME. CALL AND CHANGE YOUR INSPECTION IF 
YOU ARE NOT READY TO PREVENT BEING CHARGED A REINSPECTION FEE.

 Presiding inspection (to inspect the House wrap or insulation board, and all required flashing) required prior 
to installing any siding.  You may install starter strip, and j-channel prior to or after this required inspection.
Only one pre-siding inspection is included in permit fee.

 Final Siding inspection is required once all work is complete.
GENERAL SIDING REQUIREMENTS

 Vinyl siding must be .035” thick or thicker. [IRC Table 703.4]
 May not be directly attached to studs [IRC Table 703.4]

 Siding fasteners must be spaced the same as the stud spacing [IRC Table 703.4]
 Flashing required at windows & doors [ IRC 703.8 ]


